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℃

SC9632VB-BK 9632 2.1 -40 ~ 150 TO-94 500  

SC9633VB-BK 9633 1.2 -40 ~ 150 TO-94 500  

SC9634VB-BK 9634 1.8 -40 ~ 150 TO-94 500  

 

 

SC9632VB-BK

 
   

BK: 

 

2 2.1mm
3 1.2mm
4 1.8mm
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VDD Tj＜150℃  -30 30 V 

VOUT Tj＜150℃ -0.5 30 V 

ISINK  - 40 mA 

TA  -40 150 ℃ 

TJ  -55 165 ℃ 

TSTG  -65 175 ℃ 

VESD_HBM HBM AEC-Q100-002E HBM R=1.5kΩ C=100pF -4 4 KV 

VESD_CDM CDM AEC-Q100-011C CDM  -750 750 V 
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VDD=5V TA=-40 ~150

VDD TJ<TJ(max) 3.8 5 24 V 

IDD VDD=3.8V to 24 V 4.5 6.5 8.5 mA 

VQsat IQ=20mA - 150 400 mV 

IQL VDD=24V，VOUT=Low - - 10 uA 

VDZ IDD=10mA 30 35 40 V 

VOZ VOUT=High，IOUT=1mA 30 35 40 V 

OCP  40 - - mA 

tPO VDD＞3.8V - 3.8 9 ms 

tsettle VDD＞3.8V，f=1KHz - - 50 ms 

tresponse VDD＞3.8V，f=1KHz 3.8 - 59 ms 

tr RPull=1KΩ，COUT=20pF - 0.4 1.0 us 

tf RPull=1KΩ，COUT=20pF - 0.35 1.0 us 

fcu -3dB，single pole - - 20 KHz 

fcl -3dB，single pole 10 - - Hz 

 

BBack  -500 - 500 mT 

△BOP(A/B) /B f=1KHz，Bdiff=5mT - - 0 mT 

△BRP(A/B) A/B f=1KHz，Bdiff=5mT 0 - - mT 

BHYS(A/B) A/B  0.5 1.5 2.5 mT 

BM (BOP+BRP)/2 -2 0 2 mT 

SC9632VB-BK  

LA  - 2.1 - mm 

LA-B A B  - 0.9 - mm 

SC9633VB-BK  

LA  - 1.2 - mm 

LA-B A B  - 0.6 - mm 

SC9634VB-BK  

LA  - 1.8 - mm 

LA-B A B  - 0.9 - mm 
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